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Front

REUSABLE BOLT PLANTILLA DE PERNO moD LE DE BOULON
TEMPLATE REUTILIZABLE REUTILISABLE

QJ_.TX#TE\_@

High Strength, Durable,
Reusable Over and Over Again

Alta resistencia, durable,
Reutilizable una y otra vez

Haute résistance, Durable,
Réutilisable encore et encore

57% More Efficient Than Wood,
Over 40 Templatesin 1

57% mas eficiente que la madera,
Mas de 40 plantillas en 1

57% plus efficace que le bois
Plus de 40 modeéles en 1

AWARD WINNING
CONSTRUCTION
INNOVATIO

10N
ORUM
NOVA AWARD
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INSTALLATION 1—2—3 & Pour APPLICATIONS PRODUCTS

FOR TYPICAL ROUND OR
SQUARE FOUNDRTIONS | STANDARD |
Amusement Park Rides u
Billboards
llards
Canopies
Decks
ctrical Equipment
ag Poles
Gas Station Canopies
ght Poles
Parking Lots

Out

Sport Courts

ght Poles

Machinery & Equipment
Pipelines
Security Camera Poles
Signs
Spread Footings
Solar Carport Canopies
Stadium Seating
Stee lumns in
Building Foundations

- Towers

- And Many More.

180-DAY LIMITED WARRANTY

Replacement of defective
materials under normal use

PRODUCT SPECIFICATIONS

o ° ] ] Anchor bolt Top of form
ar Products Part number | Round form Bolt circle Min. square | Bolt square s . to top of
tube size diameter form size pattern te - template

. 18" 7" - y" 234"
187 BOLTSTAR o18-00404 457 mm) 178 - 356 mm| (105 mml (70 mml 38 mm)
24" BOLT STAR 024-00403 2 = us” 234" 1zt

(610 mm) 56 mm) (105 mml (70 mm) 38 mm)
. uis” 234" 12"

356 mm) 25.4 mm) (105 mm] (70 mm] (38 mm|

30" BOLT STAR 030-00410

18"/19" yis”

18" BOLT STAR 018-00413 ; mm) 2 um’\ T
24" BOLT STAR 024-00414 2i/E8 ) s
(610/635 mm) 3 (105 mm)

30731 . g " uis”

30" BOLT STAR 030-00415 (762/787 mm) g2 25 (105 mm|

au” 5" - 10" " uis" 314"

307 BOLTSTAR 030-00418 (610 mm) (127 - 254 mm) 5.4 mm] (105 mm] (83 mm|
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